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TYPICAL RAIN GARDEN WITH PEDESTRIAN CROSSING LAYOUT PLAN
SCALE 1:150
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PROPOSED ROAD 1
· NZS4404 E13
· COLLECTOR ROAD
· 50 km/hr

STANDARD NPDC 1.5m WIDE
PEDESTRIAN FOOTPATH

BOUNDARY

STANDARD NPDC 1.5m WIDE
PEDESTRIAN FOOTPATH

BOUNDARY

INSTALL HYNDS PRECAST RAIN GARDEN
SURROUND OR SIMILAR APPROVED,
REFER TO SHEET C2-2 FOR DETAILS

PEDESTRIAN CROSSING WITH
WEBFORGE COVER SLOT DRAIN

100mm WIDE WHITE EDGE LINE

100mm WIDE WHITE CENTRE LINE

INDICATIVE STORMWATER NETWORK

STANDARD STORMWATER SUMP

STANDARD STORMWATER SUMP

RAIN GARDEN DRAINAGE ARRANGEMENTS,
REFER TO SHEET C2-2 FOR DETAILS

NOTE:

NUMBER OF HYNDS RAIN GARDEN UNITS
DEPENDANT ON ROAD CATCHMENT AREA BEING
TREATED FOR WATER QUALITY FLOW (WQF).

NPDC STANDARD KERB AND CHANNEL

100mm WIDE WHITE EDGE LINE

NPDC STANDARD KERB AND CHANNEL

1.
50

1.
50

1.
32

A
C2-3

SCALE
A

C2-3
SECTION

1:100

NPDC STANDARD KERB AND CHANNEL

STANDARD NPDC 1.5m WIDE PEDESTRIAN FOOTPATH
INSTALL HYNDS PRECAST RAIN GARDEN
SURROUND OR SIMILAR APPROVED,
REFER TO SHEET C2-4 FOR DETAILS

INDICATIVE STORMWATER NETWORK B
C2-5
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INFORMATION

PEDESTRIAN CROSSING WITH
WEBFORGE COVER SLOT DRAIN

INSTALL HYNDS PRECAST RAIN GARDEN
SURROUND

STANDARD STORMWATER SUMP

RAIN GARDENS OVERFLOW CONNECTION
TO STORMWATER NETWORK

NOTE:

NUMBER OF HYNDS RAIN GARDEN UNITS
DEPENDANT ON ROAD CATCHMENT AREA BEING
TREATED FOR WATER QUALITY FLOW (WQF).

RAIN GARDEN TYPICAL LAYOUT
SCALE 1:50

STANDARD STORMWATER SUMP

DN150 SLOTTED PVC PIPE

750mm FILTER MEDIA MIX LAYER (MIX TBC)

200mm TRANSITION LAYER

500mm DRAINAGE LAYER (TNZ F/2 FILTER MATERIAL)

200mm SQUARE H4 TREATED
TIMBER BOLLARDS

CONCRETE HIGH LEVEL OVERFLOW
WEIR BETWEEN RAIN GARDENS

CONCRETE HIGH LEVEL OVERFLOW
WEIR BETWEEN RAIN GARDENS

RAIN GARDEN PLANTINGS
TO BE CONFIRMED

NPDC STANDARD KERB AND
CHANNEL

DN150 PVC PIPE UPSTAND
FITTED WITH GRATE. HIGH
LEVEL OVERFLOW AND
DRAIN FLUSHING POINT.

CAST INSITU KERB ON TOP
OF HYNDS PRECAST RAIN
GARDEN SURROUND

CAST INSITU KERB ON TOP
OF HYNDS PRECAST RAIN
GARDEN SURROUND

KERB CUTOUTS TO ALLOW
ROAD CARRIAGEWAY TO
DRAIN INTO RAIN GARDEN

SECONDARY FLOWPATH UNDER
SLOT DRAIN

DN150 PVC PIPE UPSTAND FITTED
WITH GRATE. HIGH LEVEL OVERFLOW
AND DRAIN FLUSHING POINT.

CHANNEL SHAPED TO DIRECT
FLOW INTO RAIN GARDEN

SUMP LATERAL

PONDING DEPTH
- 150mm TOP PVC UPSTANDS
- 200mm INTO KERB AND CHANNEL

50mm MULCH LAYER

SUMP LATERAL

DN150 PVC PIPE RAIN GARDENS
INTERCONNECTION

RAIN GARDEN PLANTINGS
TO BE CONFIRMED

10
0m

m

C
C2-4

SCALE
C

C2-4
SECTION - RAIN GARDEN TYPICAL SECTION

1:50
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SCALE
B

C2-3
DETAIL - RAIN GARDEN DRAINAGE AND FILTER MEDIA LAYERS

1:20

INSTALL HYNDS PRECAST RAIN GARDEN SURROUND

RAIN GARDENS OVERFLOW CONNECTION
TO STORMWATER NETWORK

750mm FILTER MEDIA MIX LAYER (MIX TBC)

200mm TRANSITION LAYER

500mm DRAINAGE LAYER (TNZ F/2 FILTER MATERIAL)

DN150 PVC PIPE UPSTAND FITTED WITH GRATE.
HIGH LEVEL OVERFLOW AND DRAIN FLUSHING POINT.

CAST INSITU KERB ON TOP
OF HYNDS PRECAST RAIN
GARDEN SURROUND

50mm MULCH LAYER

RAIN GARDEN PLANTINGS
TO BE CONFIRMED

PONDING DEPTH
- 150mm TOP PVC PIPE UPSTANDS
- 200mm KERB AND CHANNEL LIP

NPDC STANDARD KERB AND CHANNEL
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